Chapter 7 Questions
True (T) or False (F)


1.
___
A CAD drawing should be created as an exact dimensional replica of the object. 


2.
___
You should create CAD drawings with visual accuracy such as one might do when sketching using the “eyeball” method.


3.
___
Object Snap forces objects to align with the GRID and SNAP.


4.
___
Pressing the right mouse button during the Line command produces the running Object Snap tab of the Drafting Settings dialog box.


5.
___
If you prefer to type, you can type the first three letters of any OSNAP mode when AutoCAD prompts for a point (location) to activate a single point selection.


6.
___
The Midpoint OSNAP mode finds the midpoint of a Line, Arc, or Circle.


7.
___
The Quadrant OSNAP mode allows you to snap to four specific points on a Circle.


8.
___
The Tangent OSNAP option works only with the Circle command.


9.
___
You can turn on several running OSNAP options at the same time with the Object Snap tab of the Drafting Settings dialog box.

10.
____
To temporarily “acquire” an OSNAP point for use with Object Snap Tracking, move the cursor over it.  Do not “pick” the point, only rest on it briefly to acquire it.

Multiple Choice (circle the correct letter)


1.
AutoCAD stores the drawing database as digital information with ____.



a.
the accuracy displayed in the COORDS display



b.
fourteen places of accuracy



c.
two decimal places



d.
accuracy to 1/32 of an inch


2.
When you invoke an Object Snap mode, ____.



a.
you can select with a pickbox, window, or crossing window



b.
an AutoSnap “marker” appears at the object’s Osnap point when the cursor is near



c.
AutoCAD prompts you to “Select objects:”



d.
the selected object becomes highlighted


3.
Single Point OSNAP mode means ____.



a.
the selected option operates for only one PICK



b.
the mode can only be used with Point objects



c.
only one object’s endpoint satisfies the Endpoint Osnap point



d.
the object snaps to only one GRID point


4.
To use the Center OSNAP option effectively, ____.



a.
you can PICK near the center of the circle



b.
a circle marker must appear at the Circle’s center before you PICK



c.
you can PICK anywhere on the Circle object



d.
all of the above


5.
The ____ OSNAP mode is intended for use with 3D objects.



a.
Intersection


b.
3DPoint


c.
Appint (Apparent Intersection)



d.
From

6.
To use Object Snap Tracking, toggle ____ at the Status bar.



a.
both OSNAP and OTRACK on



b.
OSNAP off and OTRACK on



c.
OSNAP on and OTRACK off



d.
both OSNAP and SNAP on


7.
Type the command OSNAP or command alias OS to ____.



a.
enable or disable Object Snap


b.
produce the Object Snap tab of the Drafting Settings dialog box



c.
turn on SNAP


d.
use the Endpoint mode for only one pick


8.
To snap to a Point object, use the ____ OSNAP option.



a.
Point


b.
Endpoint


c.
Node


d.
Appint

9.
If you turn on Running Object Snaps, ____.



a.
only one OSNAP mode can be running at a time



b.
the selected modes are active whenever AutoCAD prompts you to select a point (location)



c.
the selected modes are active for only one PICK



d.
press the F2 key and the right mouse button to temporarily disable OSNAP

10.
If you are using Running Object Snaps, you can temporarily disable or enable (toggle) the modes by all of the following methods except ____.



a.
hold Shift and right-click



b.
press F3



c.
use Ctrl+F



d.
toggle the word OSNAP on the Status bar

Written Answers (fill in the blank)


1.
Name three objects (Line, Circle, etc.) that the Endpoint OSNAP will work with.  


2.
What happens if you select only one object when using the Intersection OSNAP mode?  



3.
Explain how to use Object Snap Cycling.  


4.
If you use the Tangent OSNAP mode, can you PICK anywhere on a circle for AutoCAD to locate the desired tangent point?  Why or why not?  


5.
Explain the four steps to use Object Snap Tracking.  

