Chapter 11 Questions
True (T) or False (F)


1.
___
Visible layers always appear in a print or plot.


2.
___
Usually color, linetype, and lineweight are assigned to individual objects so that objects drawn on a single layer can have many colors, linetypes, and lineweights.


3.
___
You can modify objects on other layers, but draw only on the current layer.


4.
___
Picking a linetype such as Center or Hidden from the Linetype Control drop-down list assigns the selected linetype to the current layer.


5.
___
In the Layer Properties Manager, you can change Color for only one layer at a time.


6.
___
The Color or -Color command can be typed at the command line to change the color of layers.


7.
___
The easiest way to change a layer’s color in AutoCAD is to use the Layer Control drop-down list.


8.
___
To use the Make Object’s Layer Current button correctly, select the object you want to change first, then type the name of the layer you want to move the object to.


9.
___
If you use the Layer Properties Manager to change the visibility (On, Off status) of a set of layers, then proceed with editing the drawing, you can then change the layer visibility back to the previous status using the Layerp command.


10.
___
It is possible to change an object’s layer (move it to another layer) by selecting the object when no commands are in use (so it becomes highlighted), then selecting the desired layer from the Layer Control drop-down list.

Multiple Choice (circle the correct letter)


1.
AutoCAD allows you to create ____ layers.



a.
8



b.
256



c.
1024



d.
a practically unlimited number of


2.
When objects take on the color and linetype assigned to the layer on which they are created, they are said to have linetype and color set to ____.



a.
CURRENTLAYER


b.
BYLAYER


c.
SETLAYER


d.
BYBLOCK

3.
Two ways that you can make layers not appear in the drawing are to ____.



a.
set the layers to Off or Lock


b.
set the layers to Off or Freeze


c.
set the layers to Freeze or Lock


d.
set the layers to Off or Clear

4.
The system variable that controls the overall spacing of non-continuous lines (Hidden, Center, etc.) for the drawing is ____.



a.
LINESCALE


b.
LSCALE


c.
LINETYPE


d.
LTSCALE

5.
Changing the Color of a layer ____.



a.
has no effect on existing objects on the layer but changes the color for new objects



b.
changes color for existing objects on the layer but has no effect on new objects



c.
affects all existing objects and new objects on the layer



d.
affects all existing objects on the layer created with BYLAYER color


6.
The following features are true for Layer 0 except ____.



a.
it is the only layer that AutoCAD supplies in the default template drawings (ACAD.DWT and ACADISO.DWT)



b.
it cannot be deleted from the drawing



c.
its Color and Linetype cannot be changed



d.
it can be used for special purposes like creating Blocks or construction lines, etc.


7.
Setting the ____ variable at the command prompt changes the spacing for non-continuous lines ____. 



a.
LSCALE, globally and retroactively



b.
LTSCALE, globally and retroactively



c.
LINESCALE, for the selected object only



d.
LINETYPE, for the selected object only


8.
The feature or command that is used like an UNDO for layers is ____. 



a.
Make Object’s Layer Current


b.
MATCHPROP 



c.
LAYERP


d.
Named Layer Filters

9.
If you draw several objects on the wrong layer, you can correct the mistake by any of the following methods except ____.



a.
use the Move command to move the objects to the correct layer



b.
use the Properties palette to change the group of objects to the correct layer



c.
use the Matchprop command to change the group of objects to the correct layer



d.
select the objects, then use the Layer Control drop-down list and select the correct layer


10.
It is recommended that linetype scale for individual objects ____ by using the ____.



a.
be changed before drawing them, Layer Properties Manager


b.
be changed before drawing them, Properties palette


c.
be changed after drawing them, Properties palette


d.
be changed after drawing them, Layer Properties Manager
Written Answers (fill in the blank)


1.
What are layers used for in a CAD drawing? 


2.
There are the two methods of assigning colors, linetypes, and lineweights in a drawing—BYLAYER and assigning the properties to objects.  Which method is preferred and why?


3.
What are two ways you can protect objects from being erased or edited?


4.
How can you change the linetype scale for one line only without affecting other existing objects?  


5.
When creating layers for a typical drawing, what kinds of names should you assign?  

